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COMBINED TOTAL CAPACITY 8.4 MG
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DATA BASED ON AVERAGE FLOW

FROM CALENDAR YEAR 2004.

RAW SEWAGE
INFLUENT EFFLUENT
FLOWMETER FLOWMETER
(0.124 MGD) (0.122 MGD)
(0.274 MGD)
(0.274 MGD) (0.144 MGD) (0.144 MGD) (0.122 MGD)
ACTIVATED FINAL COAGULATION RAPID SAND
O SLUDGE SEDIMENTATION AND FILTRATION ULTRAVIOLET
PROCESS TANK FLOCCULATION PROCESS DISINFECTION
COMMINUTOR |
AND
INFLUENT (0.130 MGD)
CHANNEL < R.A.S.
(0.124 MGD)
W.A.S. (0.006 MGD)
M BACKWASH ——
(0.022 MGD) NOTE 3
DECANT/ AEROBIC
CENTRATE — ] DIGESTER/
(0.004 MGD) |CENTRIFUGE
W
THICKENED W.A.S. (0.002 MGD)

!

SiSAN.MISC. MALMESA. PROCESS — JH — 20057728

SLUDGE
SOLIDS
HOLDING
TANK

ATTACHMENT C -
SCHEMATIC DIAGRAM OF

THE FACILITY
MAL IBU MESA

(0.002 MGD)
——

OO O

TRUCKED FOR DISPOSAL

FLOW

WATER RECLAMATION PLANT
COUNTY OF LOS ANGELES
3863 MALIBU COUNTRY ROAD

MAL IBU., CA
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